
PHS Primer to podkład gruntujący na bazie dyspersji poliakrylowej.  Jest 
to podkład o niskiej do średniej lepkości. Przeznaczony do przygotowania 
chropowatych i piaszczystych powierzchni aplikacyjnych do szczelnego 
klejenia taśmą.
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Passive House Systems products are used by diverse customer base for a wide range of 
technical and industrial applications. The demands made on our products vary considerably 
from application to application. We strongly advise users to test the products suitability for their 
own particular requirement. 

All data and recommendations contained in this Technical Datasheet are based on our 
own test results and practical experience and are aimed at helping customers select the 
appropriate product. This information is provided without liability. We reserve the right to 
change the technical specification without prior notice. Samples are available free of charge. 
Our sales team are available to help support all technical specifications for our products.

Passive House Systems IE
P31 W950, Ballincollig, Cork, Ireland

tel. (+353) 021 4872664
www.passivehousesystems.ie

Passive House Systems UK
CM16 6th, Epping, Essex, UK

tel. (+44) 0333 880 2347
www.passivehousesystems.co.uk

Passive House Systems products are used by diverse customer base for a wide range of 
technical and industrial applications. The demands made on our products vary considerably 
from application to application. We strongly advise users to test the products suitability for their 
own particular requirement. 

All data and recommendations contained in this Technical Datasheet are based on our 
own test results and practical experience and are aimed at helping customers select the 
appropriate product. This information is provided without liability. We reserve the right to 
change the technical specification without prior notice. Samples are available free of charge. 
Our sales team are available to help support all technical specifications for our products.

Passive House Systems IE
P31 W950, Ballincollig, Cork, Ireland

tel. (+353) 021 4872664
www.passivehousesystems.ie

Passive House Systems UK
CM16 6th, Epping, Essex, UK

tel. (+44) 0333 880 2347
www.passivehousesystems.co.uk

Passive House Systems products are used by diverse customer base for a wide range of 
technical and industrial applications. The demands made on our products vary considerably 
from application to application. We strongly advise users to test the products suitability for their 
own particular requirement. 

All data and recommendations contained in this Technical Datasheet are based on our 
own test results and practical experience and are aimed at helping customers select the 
appropriate product. This information is provided without liability. We reserve the right to 
change the technical specification without prior notice. Samples are available free of charge. 
Our sales team are available to help support all technical specifications for our products.

Passive House Systems Polska
ul. Wielopole 6/6, 80-556 Gdańsk

tel. (+48) 58 380 14 37
www.passivehousesystems.pl

Passive House Systems IE
P31 W950, Ballincollig, Cork, Ireland

tel. (+353) 021 4872664
www.passivehousesystems.ie

Passive House Systems UK
CM16 6th, Epping, Essex, UK

tel. (+44) 0333 880 2347
www.passivehousesystems.co.uk

Nasze produkty używane są w różnych zastosowaniach budowlanych. Zalecamy, aby Klienci dobierali 
materialy zgodnie z własnymi zapotrzebowaniami. Wszystkie dane zawarte w Kartach Produktów są oparte 
na przeprowadzonych przez nas testach i praktycznym doświadczeniu, tak aby ułatwić Klientom podjęcie 
odpowied niej decyzji, zgodnej z oczekiwanymi wymaganiami. Nie ponosimy odpowiedzialności za błędy 
dotyczące nieodpowiedniej aplikacji i złego doboru materiałów. Zastrzegamy sobie prawo do zmiany 
specyfikacji technicznych bez wcześniejszego uprzedzenia. Próbki produktów są darmowe i dostępne na 
życzenie Klienta. Nasz Dział Techniczny chętnie odpowie na wszelkie pytania. 

PHS Primer

Aplikacja
• Nałożyć PHS Primer na klejoną powierzchnię,
• Pozostaw podkład do wyschnięcia przed dalszą obróbką powierzchni.
• Nałożony podkład powinien być w większości suchy,
• W razie potrzeby nałożyć kilka warstw na trudne podłoża i za każdym 

razem pozostawić do wyschnięcia,
• Nałóż taśmę samoprzylepną na obrabianą powierzchnię i natychmiast 

mocno dociśnij. Należy przestrzegać instrukcji użytkowania używanej 
taśmy samoprzylepnej.

Dane Techniczne 

Temperatura przetwarzania

Użytkowość

Przykładowe zużycie na 1kg

Kamień / beton

Deski przeciwpożarowe 

-20°C do +60°C

12 miesięcy, w zamkniętym opakowaniu

ok. 12m²

ok. 6m²

Podkład dyspersja poliakrylu

Noty aplikacyjne
• Stosować w temperaturach od +5°C do +35°C.
• Czas schnięcia ok. 30min do 60min.
• Przechowywać w suchych pomieszczeniach w 

temperaturze od +5°C do + 25°C, chronić przed 
promieniowaniem UV.

• Przechowywać w miejscu niedostępnym dla dzieci.

Zalety
• Idealny do: drewnianych materiałów budowlanych, 

muru i betonu,
• Łatwy i równomierny w aplikacji,
• Szybkoschnący.


